§91.131

which the Class C airspace area is des-
ignated. A satellite airport is any other
airport within the Class C airspace
area.

(b) Traffic patterns. No person may
take off or land an aircraft at a sat-
ellite airport within a Class C airspace
area except in compliance with FAA
arrival and departure traffic patterns.

(c) Communications. Each person oper-
ating an aircraft in Class C airspace
must meet the following two-way radio
communications requirements:

(1) Arrival or through flight. Each per-
son must establish two-way radio com-
munications with the ATC facility (in-
cluding foreign ATC in the case of for-
eign airspace designated in the United
States) providing air traffic services
prior to entering that airspace and
thereafter maintain those communica-
tions while within that airspace.

(2) Departing flight. Each person—

(i) From the primary airport or sat-
ellite airport with an operating control
tower must establish and maintain
two-way radio communications with
the control tower, and thereafter as in-
structed by ATC while operating in the
Class C airspace area; or

(ii) From a satellite airport without
an operating control tower, must es-
tablish and maintain two-way radio
communications with the ATC facility
having jurisdiction over the Class C
airspace area as soon as practicable
after departing.

(d) Equipment requirements. Unless
otherwise authorized by the ATC hav-
ing jurisdiction over the Class C air-
space area, no person may operate an
aircraft within a Class C airspace area
designated for an airport unless that
aircraft is equipped with the applicable
equipment specified in §91.215.

(e) Deviations. An operator may devi-
ate from any provision of this section
under the provisions of an ATC author-
ization issued by the ATC facility hav-
ing jurisdiction over the airspace con-
cerned. ATC may authorize a deviation
on a continuing basis or for an indi-
vidual flight, as appropriate.

[Doc. No. 24458, 56 FR 65659, Dec. 17, 1991, as
amended by Amdt. 91-232, 58 FR 40736, July
30, 1993; Amdt. 91-239, 59 FR 11693, Mar. 11,
1994]
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space.

(a) Operating rules. No person may op-
erate an aircraft within a Class B air-
space area except in compliance with
§91.129 and the following rules:

(1) The operator must receive an ATC
clearance from the ATC facility having
jurisdiction for that area before oper-
ating an aircraft in that area.

(2) Unless otherwise authorized by
ATC, each person operating a large tur-
bine engine-powered airplane to or
from a primary airport for which a
Class B airspace area is designated
must operate at or above the des-
ignated floors of the Class B airspace
area while within the lateral limits of
that area.

(3) Any person conducting pilot
training operations at an airport with-
in a Class B airspace area must comply
with any procedures established by
ATC for such operations in that area.

(b) Pilot requirements. (1) No person
may take off or land a civil aircraft at
an airport within a Class B airspace
area or operate a civil aircraft within a
Class B airspace area unless—

(i) The pilot in command holds at
least a private pilot certificate;

(if) The pilot in command holds a
recreational pilot certificate and has
met—

(A) The requirements of §61.101(d) of
this chapter; or

(B) The requirements for a student
pilot seeking a recreational pilot cer-
tificate in §61.94 of this chapter;

(iii) The pilot in command holds a
sport pilot certificate and has met—

(A) The requirements of §61.325 of
this chapter; or

(B) The requirements for a student
pilot seeking a recreational pilot cer-
tificate in §61.94 of this chapter; or

(iv) The aircraft is operated by a stu-
dent pilot who has met the require-
ments of §61.94 or §61.95 of this chapter,
as applicable.

(2) Notwithstanding the provisions of
paragraphs (b)(1)(ii), (b)(1)(iii) and
(b)(1)(iv) of this section, no person may
take off or land a civil aircraft at those
airports listed in section 4 of appendix
D to this part unless the pilot in com-
mand holds at least a private pilot cer-
tificate.
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() Communications and navigation
equipment requirements. Unless other-
wise authorized by ATC, no person may
operate an aircraft within a Class B
airspace area unless that aircraft is
equipped with—

(1) For IFR operation. An operable
VOR or TACAN receiver; and

(2) For all operations. An operable
two-way radio capable of communica-
tions with ATC on appropriate fre-
quencies for that Class B airspace area.

(d) Transponder requirements. No per-
son may operate an aircraft in a Class
B airspace area unless the aircraft is
equipped with the applicable operating
transponder and automatic altitude re-
porting equipment specified in para-
graph (a) of §91.215, except as provided
in paragraph (d) of that section.

[Doc. No. 24458, 56 FR 65658, Dec. 17, 1991, as
amended by Amdt. 91-282, 69 FR 44880, July
27, 2004]

§91.133 Restricted and

areas.

(a) No person may operate an aircraft
within a restricted area (designated in
part 73) contrary to the restrictions
imposed, or within a prohibited area,
unless that person has the permission
of the using or controlling agency, as
appropriate.

(b) Each person conducting, within a
restricted area, an aircraft operation
(approved by the using agency) that
creates the same hazards as the oper-
ations for which the restricted area
was designated may deviate from the
rules of this subpart that are not com-
patible with the operation of the air-
craft.

prohibited

§91.135 Operations in Class A air-

space.

Except as provided in paragraph (d)
of this section, each person operating
an aircraft in Class A airspace must
conduct that operation under instru-
ment flight rules (IFR) and in compli-
ance with the following:

(a) Clearance. Operations may be con-
ducted only under an ATC clearance re-
ceived prior to entering the airspace.

(b) Communications. Unless otherwise
authorized by ATC, each aircraft oper-
ating in Class A airspace must be
equipped with a two-way radio capable
of communicating with ATC on a fre-

§91.137

quency assigned by ATC. Each pilot
must maintain two-way radio commu-
nications with ATC while operating in
Class A airspace.

(c) Transponder requirement. Unless
otherwise authorized by ATC, no per-
son may operate an aircraft within
Class A airspace unless that aircraft is
equipped with the applicable equip-
ment specified in §91.215.

(d) ATC authorizations. An operator
may deviate from any provision of this
section under the provisions of an ATC
authorization issued by the ATC facil-
ity having jurisdiction of the airspace
concerned. In the case of an inoper-
ative transponder, ATC may imme-
diately approve an operation within a
Class A airspace area allowing flight to
continue, if desired, to the airport of
ultimate destination, including any in-
termediate stops, or to proceed to a
place where suitable repairs can be
made, or both. Requests for deviation
from any provision of this section must
be submitted in writing, at least 4 days
before the proposed operation. ATC
may authorize a deviation on a con-
tinuing basis or for an individual
flight.

[Doc. No. 24458, 56 FR 65659, Dec. 17, 1991]

§91.137 Temporary flight restrictions
in the vicinity of disaster/hazard
areas.

(@) The Administrator will issue a
Notice to Airmen (NOTAM) desig-
nating an area within which temporary
flight restrictions apply and specifying
the hazard or condition requiring their
imposition, whenever he determines it
is necessary in order to—

(1) Protect persons and property on
the surface or in the air from a hazard
associated with an incident on the sur-
face;

(2) Provide a safe environment for
the operation of disaster relief aircraft;
or

(3) Prevent an unsafe congestion of
sightseeing and other aircraft above an
incident or event which may generate a
high degree of public interest.

The Notice to Airmen will specify the

hazard or condition that requires the

imposition of temporary flight restric-
tions.

(b) When a NOTAM has been issued
under paragraph (a)(1) of this section,

217



